




Smooth Radiused Ball Hook
To facilitate elastic placement

Centered Scribe Line
For accurate bracket 
placement

Single Gingival Ligature Post
Maximizes archwire 
expression

Center Post
For low friction mechanics

Quality Features Include

DELTA FORCE
Bracket System

Putting you in the driver’s seat for ultimate control

The Delta Force Bracket System allows you ultimate control:

• �Incisor torque – Upper incisor brackets provide additional lingual root torque, 
while lower incisor brackets provide labial root torque. These adjustments assist in 
providing a full smile at the end of treatment 

• �One-piece metal injection molded bracket eliminates the bracket and pad separation 

• �Nickel-Lite Material for nickel sensitive patients

• �Low profile for increased patient comfort and better oral hygiene

• �Micro-etched Grip-LOK Base improves bond strength, thereby reducing bond failures

• Brackets sold individually or in patient sets for easier inventory control Delta Force Bracket,  
Grip-LOK Base

Extended Mesial and  
Distal Posts 
To support ligature ties

Micro-Etched Grip-LOK  
Mesh Base
Provides maximum retention

Beveled Slot
Enables easier archwire 
insertion

Triple Occlusal Tie Wing
For maximum rotational 
control
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VARIABLE FORCE ORTHODONTICS
The Delta Force Bracket System incorporates an advanced design 
that allows you to control the friction between the archwire, 
bracket, and ligatures. This bracket allows for variations in ligature 
placement while providing full control over the sliding mechanics 
and offering the ability to easily increase or decrease friction for 
better treatment planning and results.

Delta Force Brackets have unique features to achieve variable force 
ligation throughout the treatment stages.

Early in treatment: Light force can be attained for excellent sliding 
mechanics and low friction.

Intermediate stage of treatment: Medium force can be utilized for 
anchorage and stabilization, as well as initial torquing forces.

Final treatment stage: Maximum force can be attained to provide 
precise finishing and detailing of the occlusion.

A combined single/twin bracket, the Delta Force Bracket has a 
unitary body featuring a gingival ball hook, mesial-distal ligature 
post, as well as three occlusal tie wings, allowing greater inter 
bracket width. This configuration provides maximum archwire 
deflection for quick and easy ligation to irregular teeth. Plus, the 
triangular design gives the low friction advantages of a narrow 
bracket with the rotational control of a twin bracket. Variable 
ligation makes it possible to use a full rectangular wire earlier in 
treatment for torque control.

Enjoy the technical benefits of ligature placement and reduced 
archwire changes, while providing your patients more satisfaction. 
Plus, the low-profile design offers increased patient comfort and 
better oral hygiene. 

Minimum Force

Start your treatment with passive ligation for minimum force. Rapid 
leveling and aligning can be attained as the ligation is configured to 
prevent the ligature from directly contacting the archwire. The free sliding 
mechanics created result in low friction and more patient comfort during 
this early phase of treatment (Figure A – minimum force).

Medium Force

In the next stage, medium force is achieved through limited contact of 
the ligature and the archwire.  This configuration uses a standard ligation, 
full tip, torque and rotational control through lightly seating a rectangular 
archwire (Figure B – medium force).

Optional Step – Rotation Control and Force

If necessary, extra rotation can be created by ligating behind one tie wing 
on one side.  Please note, rotation will occur towards the non-ligated wing 
(Figure C – rotation ligation).

Maximum Force

You may finish your treatment with maximum force by locking the archwire 
in for full expression of the straight arch bracket.  Tie the ligature to lock the 
archwire in the tip, torque, and rotational control  
(Figure D – maximum force).

Maximum + Force 

If needed, for full expression of the straight arch bracket system, you can 
apply maximum + force, by placing an inverted V elastic ligation  
(Figure E – maximum + force).

Fig A

Fig C

Fig B

Fig D

Fig E
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DELTA FORCE BRACKET SYSTEM



Fig 4

Fig 5

Fig 6

Power Hook

Nickel-Lite Cuspid Brackets with optional power hooks are available for increased 
efficiency in closing spaces and retracting anterior teeth (Figure 5).

Aesthetics Line

Delta Force Brackets are also available in ceramic providing patients with a fully 
translucent, natural look. They are made from pure Polycrystalline, and crafted to 
resist breakage (Figure 6). 
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DELTA FORCE BRACKET – A CHANGE FOR THE BETTER

Fig 1

Fig 2

Fig 3

Torque in Base

Torque is incorporated into each bracket to provide you with ultimate precision and 
control.  The brackets are also anatomically contoured (mesial-distal/occlusal-gingival) 
for an accurate fit of each individual tooth. In addition, the design promotes level slot 
line-up (Figure 2).

Torque Control

Torque in the mandibular bicuspid brackets and molar buccal tubes has been reduced 
to -12 degrees to reduce unwanted lingual dumping in the mandibular arch.

Rotational Control

The occlusal tie wings of the Delta Force Brackets are designed to be as wide as the 
tie wings on the Elite Mini-Twin Brackets to maximize rotational control (Figure 3).

Archwire Deflection

The reduced mesial-distal width of the gingival ligature post on the unitary body 
allows the archwire to be easily flexed into the bracket slot, especially in severe 
malocclusion cases (Figure 1).

Accurate In-Out Alignment 

Individual bracket thickness is designed into each Delta Force Bracket (labial-lingual) 
reducing the need for 1st order (in/out) wire bends.

Reference Points

Each bracket has three reference points for fast and accurate placement. A center 
scribe line aligns with the long axis of the clinical crown.  The archwire slot and 
occlusal base line up with the occlusal tooth surface (Figure 4). 

Fig 1

Fig 2

Fig 3

Fig 4

Fig 5

Fig 6

METAL BRACKETS

DELTA FORCE BRACKET SYSTEM



B-64		  Metal Brackets

BRACKET IDENTIFICATION CHART

U5R U4R U3R U2R U1R U1L U2L U3L U4L U5L

L5R L4R L3R L2R L1R L1L L2L L3L L4L L5L

CODED 
ID FOR EASY 
REFERENCE

DELTA FORCE BRACKET ID CHART

*Ortho Organizers’ prescription does not imply endorsement by the doctor(s).

METAL BRACKETS

DELTA FORCE BRACKET SYSTEM

Rx OPTION QTY OF SETS TOTAL BRACKETS .022 .022

Delta Force Set with standard hooks 1 20 702-949 —

Sets with standard hooks 5 100 702-949-5 —

Sets with standard hooks 10 200 702-949-10 —

Set with standard hooks-quick pac 1 20 702-949Q —

Set with cuspid power hooks 1 20 702-949PH —

Set with cuspid power hooks-quick pac 1 20 702-949PHQ —

Set of ceramic 1 20 — 700-115

Set of ceramic-quick pac 1 20 — 700-115Q

Nickel-Lite Brackets Ceramic Brackets

DELTA FORCE BRACKETS

ALL SETS (5X5)*



MAXILLARY COLOR-CODE TOOTH # TORQUE ANGULATION

ITEM NUMBERS CERAMIC 
COLOR-CODE

ITEM NUMBERS

.022 R .022 L .022 R .022 L

Centrals Black U1 +22° +5° 702-901 702-902 Black 700-101 700-102

Laterals Pink U2 +14° +10° 702-905 702-906 Pink 700-103 700-104

Cuspids Green U3 +5 +11° 702-909 702-910 Green 700-105 700-106

Power Hooks Green U3 +5° +11° 702-909PH 702-910PH — — —

Bicuspids No Color-Code U4&5’s -5° 0° 702-915 702-915 Purple 700-107 700-107

MANDIBULAR .022 R .022 L .022 R .022L

Anteriors No Color-Code L1&2’s -5° 0° 702-921 702-922 Yellow 700-108 700-108

Cuspids Blue L3 -5° +5° 702-925 702-926 Blue 700-109 700-110

Power Hooks Blue L3 -5° +5° 702-925PH 702-926PH — — —

1st & 2nd 

Bicuspids

Recessed Dot 

on Hook

L4 -12° 0° 702-929 702-929 Red 700-111 700-111

Nickel-Lite Brackets Ceramic Brackets
DELTA FORCE BRACKETS*

INITIAL DIAMETER UPPER LOWER�

Dimpled Bio-Kinetix  Thermally Activated Nitanium Archwires (10/pk) .014 100-852DM 100-853DM

INTERMEDIATE DIAMETER UPPER LOWER�

Dimpled Bio-Kinetix Thermally Activated Nitanium Archwires (10/pk) .016 x .025 100-874DM 100-875DM

Variable Force 3™ Archwires (10/pk) .020 x .020 104-974 104-975

FINISHING DIAMETER UPPER LOWER�

CNA Beta III Pro Form Archwires (5/pk) .018 x .025 100-947 100-957

FOR EXTRA TORQUE (OPTIONAL) DIAMETER UPPER LOWER�

CNA Beta III Pro Form Archwires (5/pk) .019 x .025 100-948 100-958

CNA Beta III Pro Form Archwires (5/pk) .021 x .025 100-949 100-959

RECOMMENDED ARCHWIRE SEQUENCE

Bracket images are not representative of actual size, or ratio to other brackets.
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*Upper bicuspids have no ID marking. Lower bicuspids have a recessed dot on the hook.

METAL BRACKETS

DELTA FORCE BRACKET SYSTEM



Nitanium Closed Coil Springs

These springs are manufactured from a super-elastic nickel titanium that is 
designed to open and close spaces with consistent and predictable results. 
Nitanium coil springs have an exclusive perpendicular loop design which is easy to 
engage and remove.

200 Grams of Force 
.010 x .030 – 9 mm Closing Springs (6 per pack)	 100-622
.010 x .030 – 12 mm Closing Spring (6 per pack)	 100-623

300 Grams of Force
.010 x .030 – 12 mm Closing Springs (4 per pack)	 100-636
.010 x .030 – 14 mm Closing Springs (4 per pack)	 100-637
.010 x .030 – 16 mm Closing Springs (4 per pack)	 100-638
.010 x .030 – 18 mm Closing Springs (4 per pack)	 100-639

   ITEM	 DESCRIPTION	 CATALOG NO.

Maxi-Tie Ligatures

• �Larger than the standard ligature – gives extra space and flexibility with increased 
elasticity

• �Use when ligating for maximum + force with inverted V elastic ligation for full 
expression of the straight arch bracket system

• �Available in clear and silver

• 10 ligatures per stick (10 sticks per pack)

Rotation Wedges

• �Specifically designed for use with the Delta Force Bracket System, the simple 
opening actually fits around the entire perimeter. The wedge portion provides the 
pressure to efficiently rotate the tooth

• �Available in silver and clear (50 per pack)

Delta Force Bracket Placing Tweezer/Slot Aligner

Designed to fit the unique shape of all Delta Force Brackets. A notch on each side 
of the tip captures the angles on the bracket body just under the occlusal tie wings. 
This holds the bracket securely, without shifting, or risk of popping out. Tweezer 
tips rest just above the base flange, providing a firm surface to push against while 
seating the bracket. This reverse action tweezer also has a narrowed tip that can be 
placed in the archwire slot for aligning and adjusting.

400-051 •
Clear

400-052 •
Silver

400-302 •
Silver

400-303 •
Clear

200-322DF

B-66		  Metal Brackets

ANCILLARY PRODUCTS

METAL BRACKETS
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MAXILLARY TOOTH # TORQUE ANGULATION

ITEM NUMBERS

.022 R .022 L

Centrals U1 +12° +5° 705-951 705-952

Laterals U2 +8° +9° 705-955 705-956

Cuspids U3 -4° +11° 705-967 705-968

Bicuspids U4&5’s -7° 0° 705-971 705-972

MANDIBULAR .022 R .022 L

Anteriors L1&2’s -1° +2° 705-961 705-962

Cuspids L3 -11° +5° 705-969 705-970

1st & 2nd Bicuspids L4&5’s -20° 0° 705-973 705-974

OPTION QTY OF SETS TOTAL BRACKETS .022

Non-Extraction Set 1 20 705-950

METAL BRACKETS

TIP-EDGE RX-1 BRACKETS

For 1st Bicuspid extractions case, simply reverse 2nd Bicuspid brackets left and right.

*TIP-EDGE is a registered trademark of TP Orthodontics. Licensed under U.S. Patents 5,125,832 and 4,877,398

TIP-EDGE RX-1 BRACKETS ARE DESIGNED TO OFFER THE FOLLOWING:
•	� Three dimensional control with tip, torque, and in/out built into each bracket

• 	 Recommended for use with rectangular archwires only

• 	 Vertical slot for auxiliary springs

• 	� Archwire slots have tipping surface to limit mesiodistal crown  
tipping, and upright surfaces to control final crown tip

• 	 Comes with positioning jigs

• 	 80-gauge mesh bondable pad for exceptional strength

•	 Available in .022 slot size

TIP-EDGE RX-1 BRACKETS

ALL SETS (5X5)*

Bracket images are not representative of actual size, or ratio to other brackets.
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METAL BRACKETS

TIP-EDGE RX-1 ARCHWIRES/AUXILIARIES

mm* .016

5/pack

Kit 107-151

22 mm 107-146

24 mm 107-147

26 mm 107-148

28 mm 107-149

30 mm 107-152

32 mm 107-153

34 mm 107-154

36 mm 107-155

38 mm 107-156

40 mm 107-157

42 mm 107-158

44 mm 107-159

V-Looped Archwires with Cuspid Offset

The V-Looped Archwire is made from high tensile stainless steel plus wire with similar properties 
to our Australian wire. The V-Looped is an excellent choice for opening bites, space closure, 
retraction, and elastic engagement.
Kit Includes:	
	 • 1 Rack (# 120-000)
	 • 1 Rack Cover (# 120-006MC)
	 • 1 White Flexible Ruler (# 120-022)
	 • 2 of Each Wire From Size 22 mm to 44 mm (24 Wires)

* Millimeter size is an inside measurement around arch form between loops.

DESCRIPTION  ITEM NOs.

Rotation Springs
Short rotation springs are for use with lower anteriors.
     Short Counter-Clockwise (10 per pack)
     Short Clockwise (10 per pack)

105-040
105-041

Rotation Springs
Medium rotation springs are for use with all teeth, except lower anteriors.
     Medium Counter-Clockwise (10 per pack)
     Medium Clockwise (10 per pack)

105-044
105-045

Uprighting Springs
     Counter-Clockwise (10 per pack)
     Clockwise (10 per pack) 

105-050
105-051

Power “T” Pins
Distalizing Pin: Featuring 15° labial inclination, Power “T” Pins can be used as lefts or rights. 
Stamped .018 Stanless Steel. (Bend tail of pin away from elastic force pull.) (50 per pack)

105-060

Anterior Torquing Spring
Generates more positive torque in the upper incisors. The device ends hook distally to each 
upper central bracket and the center (coil) circle is pressed into the archwire. (5 per pack)

105-064

RECOMMENDED AUXILIARIES
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ITEM NUMBERS

MAXILLARY  TOOTH # TORQUE ANG. .018 .022

Centrals U1 0° 0° 702-001NL 702-011NL

Laterals U2 0° 0° 702-002NL 702-012NL

Cuspids U3 0° 0° 702-003NL 702-013NL

Bicuspids U4&5’s 0° 0° 702-005NL 702-015NL

MANDIBULAR .022 R .022 L

Anteriors L1&2’s 0° 0° 702-004NL 702-014NL

Cuspids L3 0° 0° 702-003NL 702-013NL

Bicuspids L4&5’s 0° 0° 702-005NL 702-015NL

ITEM NUMBERS

OPTION QTY OF SETS TOTAL BRACKETS .018 .022

Mini Edgewise Set 1 20 702-008NL 702-018NL

Quick Pac 1 20 702-008NLQ 702-018NLQ

METAL BRACKETS

EDGEWISE BRACKET SYSTEM

EDGEWISE MINI ELITE OPTI-MIM NICKEL-LITE BRACKETS	

ALL PRESCRIPTIONS*

EDGEWISE MINI ELITE OPTI-MIM NICKEL-LITE BRACKETS

ALL SETS (5X5)*

*Ortho Organizers’ prescription does not imply endorsement by the doctor(s).

Bracket images are not representative of actual size, or ratio to other brackets.
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